
WINDOW TAG NO.

DOOR TAG NO.

DOOR OPENING

WINDOW OPENING

FACE OF ABOVE /
BELOW

PLAN DETAIL

4
A1.3

SECTION DETAIL /
ELEVATION DETAIL

STRUCTURAL, MECHANICAL, ELECTRICAL, AND PLUMBING SYSTEMS

      TO CONFORM WITH EXISTING SITE CONDITIONS.  IN CASES WHERE CHANGES IN DETAILS
      ARE NECESSARY, THESE DRAWINGS SHALL BE USED TO SHOW THE DESIGN INTENT ONLY.

2     CONTRACTOR SHALL FIELD CHECK AND VERIFY ALL DIMENSIONS CONCERNING ALL WORK, AND
      ALSO INFORMATION CONTAINED ON THE PERMIT DRAWINGS, AND NOTIFY THE ARCHITECT
      OF ANY DISCREPANCIES BEFORE PROCEEDING WITH EITHER FABRICATION OR INSTALLATION OF THE
      WORK.  IN ADDITION, THE CONTRACTOR SHALL NOTIFY THE ARCHITECT IMMEDIATELY SHOULD
      EXISTING SITE CONDITIONS PROHIBIT EXECUTION OF THE DESIGN INTENT OF THE DRAWINGS.  ANY

1     THE INFORMATION CONTAINED IN THESE DRAWINGS MAY REQUIRE ADJUSTMENTS OR MODIFICATIONS

      THE CONTRACTOR'S EXPENSE.

      DURING CONSTRUCTION.

      (UNLESS NOTED OTHERWISE).

      BID OR START OF WORK.

      AND THE LIKE.

      PERIMETER FENCE AS MANDATED.
12   ALL AREAS OF CONSTRUCTION ON THE SITE SHALL BE PROTECTED WITH A MINIMUM 6-FOOT HIGH

5     ALL WORK SHALL BE DONE IN ACCORDANCE WITH THE LATEST EDITION(S) OF THE LOCAL

      WORK SHALL BE REPAIRED TO NEW-CONDITION OR REPLACED.

3     THE OWNER AND ARCHITECT ACCEPT NO RESPONSIBILITY FOR THE MANNER OR METHOD OF SAFETY
      PRECAUTIONS OR CONSTRUCTION.  THE CONTRACTOR IS URGED TO EXERCISE THE UTMOST CARE FOR

4     THE CONTRACTOR SHALL BE RESPONSIBLE FOR RESTRICTING AND CONTAINING DUST AND DEBRIS
      GENERATED FROM CONSTRUCTION ACTIVITIES.  THE CONTRACTOR SHALL PROVIDE
      TEMPORARY BARRIERS AND NETTING , AS REQUIRED, DURING CONSTRUCTION
      TO PREVENT DAMAGE OF PROPERTY OR PERSONNEL INJURY.  THE CONTRACTOR SHALL
      ALSO PROVIDE TEMPORARY WATER/WEATHER PROOFING, AS REQUIRED, TO PROTECT THE BUILDING

UNIFORM STATE WIDE BUILDING CODE (INCLUDING BUT NOT LIMITED TO BOCA NATIONAL BUILDING CODE,
      PLUMBING CODE & MECHANICAL CODE, NATIONAL ELECTRIC CODE (NEC) AND NATIONAL FIRE
      PROTECTION CODE (NFPA) STANDARDS, AMERICANS WITH DISABILITIES ACT) AND ALL APPLICABLE

6     CONTRACTOR SHALL OBTAIN AND PAY FOR ALL PERMITS REQUIRED FOR THE WORK 

7     THE CONTRACTOR SHALL VISIT THE SITE AND VERIFY EXISTING SITE CONDITIONS PRIOR TO 

8     ALL STUDS, CEILING FURRING AND FRAMING MEMBERS SHALL BE PLACED AS TO AVOID
      INTERFERENCE WITH LOCATIONS OF CASEWORK, RECESSED LIGHTING FIXTURES, PIPING, DUCT WORK

9     ALL CUTTING AND PATCHING SHALL BE PERFORMED IN A NEAT AND WORKMAN LIKE MANNER.  ANY
      FINISHES DISTURBED OR DAMAGED BY THE CONTRACTOR DURING THE COURSE OF THE

10    CONTRACTOR SHALL BE RESPONSIBLE FOR CLEANING ALL INTERIOR AND EXTERIOR SURFACES PRIOR 
      TO OCCUPANCY OF THE SPACE BY THE OWNER.  ALL TRASH, CONSTRUCTION DEBRIS, TOOLS, ETC., 

11    ALL EQUIPMENT AND MATERIALS SHALL BE NEW AND SHALL BE COMPATIBLE WITH
      ALL OTHER EQUIPMENT AND MATERIALS SPECIFIED, UNLESS OTHERWISE INDICATED.

      SHALL BE REMOVED BY CONTRACTOR PRIOR TO OCCUPANCY.

      REGULATIONS FOR THIS JURISDICTION.

      PROTECTION OF PROPERTY AND PERSONNEL.

      ADDITIONAL WORK, DEMOLITION AND/OR REMOVAL AS A RESULT OF FAILURE TO DO SO WILL BE AT

      ENGINEERED SHOP DRAWINGS FOR DIMENSIONS AND DETAILS OF CONSTRUCTION.

13    ALL PENETRATIONS THROUGH FLOORS OR FIRE RATED WALLS SHALL BE PROVIDED WITH SLEEVES,
      FIRE PREVENTIVE MATERIAL AND CAULKING TO MATCH THE FIRE RATING OF THE RESPECTIVE FLOORS

14    THE MECHANICAL, PLUMBING, AND ELECTRICAL DRAWINGS ARE DIAGRAMMATIC, REFER TO THE 

15    THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING THE ENGINEERED SHOP DRAWINGS FOR ALL 

1 PARTITION TYPE

4
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NW

SW

NE

SE
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W

MACHINE
MANHOLE
MASONRY OPENING
MATERIAL
MAXIMUM
MECHANICAL
MEMBRANE
METAL
METAL FLOOR DECK
METAL ROOF DECK
MINIMUM
MIRROR
MISCELLANEOUS
MOULDING
MOUNTING
MOUNTED

LAM
LAV
LB
LP

LAMINATE
LAVATORY
POUNDS
LOW POINT

CPT
CLG
CEM
CC
CT
CL
COL
COMP
CMP
CONC
CMU
CONST
CONT
CJ
CONV
CG
CU

CARPET
CEILING
CEMENT
CENTER TO CENTER
CERAMIC TILE
CLOSET
COLUMN
COMPOSITE
COMPACTED
CONCRETE
CONCRETE MASONRY UNIT
CONSTRUCTION
CONTINUOUS
CONTROL JOINT
CONVENTIONAL
CORNER GUARD
CUBIC

EACH
ELECTRIC
ELEVATION
ELEVATOR
ELECTRICAL PANEL
EQUAL
EQUIPMENT
EXHAUST
EXISTING
EXPOSED
EXTERIOR

EA
ELEC
EL
ELEV
EP
EQ
EQUIP
EXH
EXIST
EXP
EXT

DET
DIAM
DIM
DN
DR
DWG

DETAIL
DIAMETER
DIMENSION
DOWN
DRAIN
DRAWING

MACH
MH
MO
MAT'L
MAX
MECH
MEMB
MTL
MFD
MRD
MIN
MIR
MISC
MLDG
MTG
MTD

NAT
NOM
N
NIC
NTS
NO

NATURAL
NOMINAL
NORTH
NOT IN CONTRACT
NOT TO SCALE
NUMBER

ABOVE FINISH FLOOR
ACOUSTIC CEILING TILE
ALUMINUM
ANCHOR BOLT
APPROXIMATE
AREA DRAIN
AT

BEYOND
BACK FILL
BLOCK OR BLOCKING
BOARD
BOTTOM OF
BOTTOM
BRICK
BUILDING
BUILT UP ROOFING

BYND
BF
BLK
BD
BO
BOT
BRK
BLDG
BUR

AFF
ACT
ALUM
AB
APPROX
AD
@

KP
KIT

JC
JT

ID
IN
INSUL
INT
INV

JANITOR'S CLOSET
JOINT

KICK PLATE
KITCHEN

INSIDE DIAMETER
INCH(ES)
INSULATION
INTERIOR
INVERT

WC
WCBNT
WIC
WLCV
WF
WP
WWF
WWM
WD
WGL
W/
WD
WFD

TEL
TG
TERR
TH
TOC
TOSL
TOS
T
TO
TBD
TYP

VB
VERT
VEST
V
VCT
VB
VOL

UL
UNF
UR
UTIL
UTLS
UON
UNO

SECT
SERV
SHTHNG
SIM
SB
SD
SPECS
SF-INS
SQ
SF
SQFT
SS
STGRD
STD
STL
STRUCT
SUSP

RAD
RETNG
REINF
REF
REQ'D
REV
RD
RM
RO

QT

FAB
FT
FIN
FG
FP
FL
FD
FLUOR
FTG
FDN
FAI

FABRICATE
FEET
FINISH
FINISH GRADE
FIREPROOFING
FLOOR
FLOOR DRAIN
FLUORESCENT
FOOTING
FOUNDATION
FRESH AIR INTAKE

OFF
OC
OCC
OPNG
OPP
OA
OH

OFFICE
ON CENTER
OCCUPANT(S)
OPENING
OPPOSITE
OVERALL
OVERHEAD

PTD
PART
PASS
PLAS
PLAM
PL
PT

PLYWD
POL
PVC
PSI
PB

PAINTED
PARTITION
PASSENGER
PLASTER
PLASTIC LAMINATE
PLATE
PRESSURE TREATED

WATER CLOSET
WALL CABINET
WALK-IN CLOSET
WALL COVERING
WALL FABRIC
WATERPROOF
WELDED WIRE FABRIC
WELDED WIRE MESH
WINDOW DIMENSION
WIRE GLASS
WITH
WOOD
WOOD FOLDING DOOR

TELEPHONE
TEMPERED GLASS
TERRAZZO
THICKNESS
TOP OF CURB
TOP OF SLAB
TOP OF STEEL
TREAD
TOP OF
TO BE DETRMINED
TYPICAL

VANITY BASE
VERTICAL
VESTIBULE
VINYL
VINYL COMPOSITION TILE
VINYL BASE
VOLUME

UNDERWRITER'S LABORATORY
UNFINISHED
URINAL
UTILITY
UTILITY SHELF
UNLESS OTHERWISE NOTED
UNLESS NOTED OTHERWISE

SECTION
SERVICE
SHEATHING
SIMILAR
SINK BASE
SOAP DISPENSER
SPECIFICATIONS
SPRAY FIREPROOF-INSUL.
SQUARE
SQUARE FEET
SQUARE FEET
STAINLESS STEEL
STAGGERED
STANDARD
STEEL
STRUCTURAL
SUSPENDED

RADIUS
RETAINING
REINFORCING
REFRIGERATOR
REQUIRED
REVISION
ROOF DRAIN
ROOM
ROUGH OPENING

QUARRY TILE

PLYWOOD
POLISHED
POLYVINYL CHLORIDE
POUNDS PER SQUARE INCH
PUSH BUTTONGALVANIZED

GAUGE
GYPSUM WALL BOARD

GALV
GA
GYP

HARDWARE
HARDWOOD
HEIGHT
HIGH POINT
HOLLOW METAL
HOUR

HDWR
HDWD
HT
HP
HM
HR

STRUCTURAL PLANS

STRUCTURAL SECTIONS
STRUCTURAL SECTIONS

ELECTRICAL PLANS

DEMOLITION PLAN
ARCHITECTURAL FLOOR PLANS

ARCHITECTURAL ELEVATION
ARCHITECTURAL ELEVATION

COVER SHEET
CODE ANALYSIS / DOOR & WINDOW
& PARTITION SCHEDULES

STRUCTURAL SHEETS

      S 1.1

      S 2.1
      S 2.2

ELECTRICAL SHEETS

      E 1.1

ARCHITECTURAL SHEETS

      D 1.1
      A 1.1

      A 2.1
      A 2.2

COVER SHEETS

      CS-1
      CS-2

CIVIL SHEETS

      Z001
      C1.1
      C1.2

SURVEYORS PLAT
SOIL EROSION DATA CONTROLS
EXISTING & PROPOSED SITE PLANS

D.T.S.

018796

CS-1

001

SHEET INDEX

CRUSHED STONE

CONCRETE

4" BRICK VENEER /

EXISTING STRUCTURE

SIDING / FLOOR JOIST

8" NEW MASONRY 

101

101

Board of Zoning Adjustment
District of Columbia
CASE NO.20766
EXHIBIT NO.5
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PROVIDED

NA

N/A
N/A

NET SQUARE FOOTAGE

N/A
N/A
N/A
N/A
N/A

PROVIDED

2
2
N/A
N/A

PROVIDED

175  SF   8%

937 SF  44%
143  SF    6%
  80 SF    3%
298 SF    14%
495 SF    23%

REQUIRED

N/A

N/A
N/A

PROVIDED

N/A
N/A
N/A
N/A
N/A

REQUIRED

1
1
N/A
N/A

REQUIRED

425 SF / 20%

ACCESIBILITY - FAIR HOUSING

TOTAL UNITS PROVIDED
TYPE A - ACCESSIBLE UNITS (15% MINIMUM OF TOTAL)
TYPE B - ACCESSIBLE UNITS

INCLUSIONARY ZONING

TOTAL NET RESIDENTIAL SF
AFFORDABLE RESIDENTIAL SF (10% MINIMUM OF TOTAL)

UNIT BREAKDOWN

TOTAL UNITS
MARKET RATE UNITS
TOTAL AFFORDABLE UNITS
UNITS AT 50% AMI (1 BEDROOM) - UNIT 204
UNITS @ 80% AMI (1 BEDROOM + DEN) - UNIT L2

PARKING  *

TOTAL PARKING SPACES (1 PER 2 UNITS)
STANDARD SPACES
COMPACT SPACES
ACCESSIBLE PARKING SPACES

PERVIOUS SURFACE CALCULATION

PERVIOUS AREA
NON PERVIOUS
     - BLDG. COVER
     - COVERED PORCH
     - WALK WAY
     - REAR DECK & STAIRS
     - 2 CAR GARAGE

EXTERIOR LOAD BEARING FACE ON PROPERTY LINE WALLS

       2 HOUR  FIRE RATED PARTITION - U 904

EXTERIOR LOAD BEARING PARTY WALLS

       N/A

CEILING

       1 HOUR FIRE RATED DRYWALL

INTERIOR LOAD BEARING SEPARATION WALLS

       N/A

CONSTRUCTION DOCUMENT PREPAPRATION /
CONSTRUCTION MANAGERS:

 GRiN DESIGN GROUP

OWNER:

DUCHE FAMILY

PROJECT NAME:

GARAGE ADDITION

DESCRIPTION:

INSTALL NEW 20X22 REAR GARAGE WITH ROOF TOP DECK

APPLICABLE BUILDING CODE:

IBC 2012 & DCMR 12A-2013 BUILDING CODE SUPPLEMENT
IMC 2012 & DCMR 12E-2013 MECH. CODE SUPPLEMENT
IPC 2012 & DCMR 12F-2013 PLUMBING CODE SUPPLEMENT
IEC 2012 NFPA NEC 2011 & DCMR 12C-2013 ELEC. CODE
SUPPLEMENT
IFC 2012 & DCMR 12H-2013 FIRE CODE SUPPLEMENT
IEEC 2012 & DCMR 12i-2013 ENERGY CONSERVATION CODE
SUPPLEMENT

BUILDING TYPE:

5B

USE CODE

R-3

OCCUPANCY CLASSIFICATION

ACCESORY  USE - GARAGE

NUMBER OF STORIES ABOVE GRADE

1

NUMBER OF STORIES BELOW GRADE

0

SPRINKLER

NO

SMOKE DETECTOR

YES

FIRE ALARM

NO

FIRE EXTINGUISHERS

YES

CARBON MONOXIDE DETECTION

YES

ADA ACCCESSIBILITY

NO

ROOF FRAMING

       1 HOUR FIRE RATED, I JOIST @ 16" O.C. - UL 521

G
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G
G
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SI
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SHEIGHT OF BUILDING

35 FEET

OCCUPANCY LOAD - 200 GROSS SF / PP

CELLAR LEVEL         937         --
FIRST FLOOR          937         --
SECOND FLOOR      937         --
THIRD LEVEL             N/A         --
ROOF DECK              N/A         --
COV. PORCH           143         --

TOTAL                  2954         --

U438

2 HR. FIRE RATED SHAFT WALL @
PLUMBING & MECH. CHASE

1

2 1/2" CH MET. STUDS
@ 16" O.C.

1 1/2" MIN. WOOL INSUL.

SHAFT

STC - 45 MIN.

(2) PLY - 1 HR FIRE RATED
DRYWALL 58" TOUGH ROCK
FIREGAURD ON STL CHNL.
EXTEND TO MAS. FDTN. WALL

U.L.    U334 (UNIT SEPARATION
@ PROP. LINE)

2 HR. FIRE RATED PARTITIONS 2

2X4 STUD @ 16" O.C.
W/  R-13 BATT INSUL.

STC - 59

 78" RESILLIENT CHANNE L ON
ONE SIDE.

U.L.    U305

1 HR. FIRE RATED UNIT SEP.
PARTITIONS

4

3" MINERAL WOOL BATTING

2X4 / 2X6 STUDS @ 16" O.C.
W/ SOLID FIRE BLKNG. STAGGRED

STC - 50

U.L.    U305

1 HR FIRE RATED EXT. WALL
@ PARAPET

5

EXT. UNIT

U904 3 HR. FIRE RATED
EXTERIOR MAS. WALL @ UNIT

8" -12" SOLID MAS. WALL
SEE PLANS

5a

PL

2X4 STUDS @ 16" O.C.  W/
SOLID BLKNG @ WALLS FOR
FIN. CABINETRY, SHELVING ETC.
PROV. R-13 BATT INSUL. (OPT.)

1/2" AIR GAP @ 24" O.C.

FLOOR STRUCTURE

3

U.L.    U301

2 HR FIRE RATED EXT. WALL
FACE ON PROPERTY LINE

5b

2X4 OR 2X6 STUDS @ 16" O.C.  W/ R-19 BATT.
INSUL. PROV. SOLID FIRE BLKNG. STAGGERED.
PROV. R-19 SPRAY FOAM INSUL. AT 2X4 WALL

AIR GAP @ INSUL. - 1/2" MIN.

U.L.    U302 / U334

2 HR FIRE RATED EXT. WALL 5c

2X6 STUDS @ 16" O.C.  W/
R-19 BATT. INSUL.

3 1/2" BRICK VENEER W/ GALV.
WALL TIES. PROV WEEP HOLES
@ 48" O.C. IN ALT CRSNG.

AIR GAP 1/2" MIN.

1/2" EXTERIOR FINISH MATERIAL ON RESILLIANT
CHANNEL AFFIXED TO FIRE RATED SHTHNG.

1/2" DRYWALL TYP. ON EA. SIDE

TYPICAL WALL PARTITION
6

TAG NO.  UNIT SIZE TYPE PRODUCT
MANUF.R.O. SIZE

WINDOW SCHEDULE

101 AWNING3'-0" x 2''-6"3'-1" X 2'-7"
PROVIDE
LOW-E

GLAZING
TEMPERED

TAG NO.
 DOOR UNIT

FINISH LOCATIONMATERIAL

 DOOR SCHEDULE

FIRE RATING

DOOR

THICKNESS

FRAME

FINISHMATERIAL FIRE RATING

HARDWARE

LOCKSET TYPE

101 ALLEY ENTRY16'-2" x 7'-4" METAL PT 1 3/4" 1.5 HR MET ENTRY

TYPE

GARAGE1 HR

REMARKS

PT O.H. ROLL UP DOOR

EGRESSABLE
MX. SILL HT. 44"

SILL
HT.

FRAME
TYPE

N/A V.I.F. WD.

WINDOW INSTALLATION NOTES:

1. DIMENSIONS INDICATED ON PLANS AND SCHEDULES
ARE NOMINAL.

2. CONTRACTOR TO COORDINATE ROUGH OPENINGS AT
THE JOB SITE PRIOR TO FABRICATION AND CONSTRUCTION.

3. PROVIDE TEMPERED SAFETY GLASS IN ALL WINDOWS AND DOORS
IN ACCORDANCE WITH APPLICABLE CODES AND REGULATIONS.

4. PROVIDE HEAD, JAMB, SILL RECEPTORS AT WINDOW SYSTEMS.

5. PROVIDE HEAD, JAB, SILL RECEPTORS AT SLIDING DOOR AND
WINDOW WALL SYSTEMS.

6. PROVIDE STRUCTURAL REINFORCING AT VERTICAL AND HORIZONTAL
MULLIONS AT SLIDING DOOR AND WINDOW WALL SYSTEMS, IF REQUIRED
BY MANUFACTURERS.

7. ALL WINDOWS SHALL MEET 2012 IECC TABLE R402.1.1 PRESCREPTIVE VALUES:
FENESTRATION U-FACTOR = .35.... GLAZED FENESTRATION SHGC = .40 ....
SKYLIGHT U-FACTOR = .55

8. EGRESS WINDOWS AT ALL BEDROOMS SHALL METT MINIMUM EGRESS
OPENING SIZES.  A MINIMUM TOTAL OPENABLE AREA NOT LESS THAN 6 SF.
A MINIMUM CLEAR OPENABLE HEIGHT NOT LESS THAN 24 INCHES, A MINIMUM
OPENABLE WIDTH NOT LESS THAN 20 INCHES, A FINISHED SILL HEIGHT OF NOT
MORE THAN 44 INCHES.

9. FOR ALL WINDOWS AND DOORS, PRIOR TO PLACING ORDERS CONTRACTOR
SHALL VERIFY THAT DOOR & CASING SHALL FIT PROPOSED OR EXISTING
LOCATIONS & CONTRACTOR SHALL PRESENT A FINAL SCHEDULE TO OWNER &
ARCHITECT FOR APPROVAL, SHOWING MANUFACTURERS SIZE, TYPE, COLOR
PHOTO OR DRAWING, TRIM, HARDWARE & OTHER SHOP DRAWING SUBMITTAL
INFORMATION.

NON LOAD BEARING

W/ BRICK VENEER

FINISH SCHEDULE

WALLS

FLOORS

CEILINGS

                                                                                      GARAGE             DECK

GYP. BD. - PTD
C.T.

GYP. BD. - PTD

CONCRETE

RAISED
COMPOSITE
DECKING ON
ROOF MEMBRANE

1HR. FIRE
RATED GYP.
BD. - PTD

N/A

002

CS-2

018796

D.T.S.

2X4 / 2X6 STUDS @ 16" O.C.
W/ SOLID FIRE BLKNG. STAGGRED

PROV. R-13 SOUND BATT AT ALL
BATHROOM WALLS. OTHERWISE
OPTIONAL

5a

3

3

EXT.UNIT

2X4 / 2X6 STUDS @ 16" O.C.
W/ SOLID FIRE BLKNG. STAGGRED

UNIT EXT.

(1) PLY 1 HR FIRE RATED
DRY WALL ON EA. SIDE

EXISTING MASONRY WALL

(1) PLY 5/8" NON COMBUSTIBLE
1HR FIRE RATED EXTERIOR GRADE
SHTHNG. INSTALL PER MANUF. SPEC.
TAPE AND SEAL ALL JOINTS

1/2" DRYWALL TYP. ON EA. SIDE

3/4" T&G PLYWD. SHTHNG. @ CEILING ONLY
1/2" FIN. FLOOR MIN.

31 HR. FIRE RATED CEILING / ROOF /
AND UNDERSIDE OF STAIR

FIN. FLOOR @ CEILING ONLY

TYPICAL DUCT / EQUIP. / FIXT. IN SOFFIT

STC - 50

10" - 14" OPEN FLOOR STRUCT.

(SECTION VIEW)

U.L. L501

(2) PLY 5/8" TOUGH ROCK FIREGAURD
GYP. BD. ON 7/8" RESILIENT CHANNEL
AND CONTINUOUS ACOUSTIC ASSEMBLY

FIRE DAMPER W/
FIRE BLOCKING AT FLOOR LINE

FIRE STOPPING SEALANT W/
NONCOMBUSTIBLE SLEEVE

GENERAL NOTES:

1. PROVIDE FIRE STOPPING SEALANT BARRIER AT ALL PENETRATIONS
    THROUGH FIRE RATED WALL. ALL EQUIP. AND DEVICES PENETRATING
    RATED WALLS SHALL ALSO BE FIRE RATED TO MEET OR EXCEED
    FIRE RATING AS INDICATED.

25 GA. 7/8" RES. CHNL.
@ 24" O.C.

(2) PLY - 1 HR FIRE RATED
DRYWALL 58" TOUGH ROCK
FIREGAURD ON STL CHNL.
EXTEND TO MAS. FDTN. WALL

OPER.

YES

(1) PLY 3/4" NON COMBUSTIBLE
1HR FIRE RATED EXTERIOR GRADE
SHTHNG. INSTALL PER MANUF. SPEC.
@ ROOF ONLY.

(2) PLY 5/8" TYPE "X" 2 HR.
FIRE RATED GYP. BD. PTD.

(2) PLY 5/8" NON COMBUSTIBLE
2 HR FIRE RATED EXTERIOR GRADE
SHTHNG. INSTALL PER MANUF. SPEC.
TAPE AND SEAL ALL JOINTS

EXT.UNIT

(2) PLY 5/8" NON COMBUSTIBLE
2HR FIRE RATED EXTERIOR GRADE
SHTHNG. INSTALL PER MANUF. SPEC.
TAPE AND SEAL ALL JOINTS

(2) PLY 5/8" TYPE "X" 2 HR.
FIRE RATED GYP. BD. PTD.

PL

PL

U.L.    SEE MANUF SPEC. - MIN 1HR.

1 HR. FIRE RATED EXTERIOR DECK
7

PROP. LINE

2X10 P.T. JOIST W/ 1X5.25
P.T. DECKING PROV.
1 HR. FIRE RATED COATING
AT 4'-0" PERIMETER.

6X6 P.T. POST PROV.
1 HR. FIRE RATED COATING
AT 4'-0" PERIMETER.

4X4 P.T. JOIST W/ P.T. PICKET
PROV. 1 HR. FIRE RATED COATING
AT 4'-0" PERIMETER.

R.O. SIZE UNIT SIZE

3'-0" x 7'-4"

TOTALS :   2128 SF / 100%

937 SF

RF1  -  SQUARE 3024 / LOT 0053

3 + C

-
-

26'-0"
-
8' / 0'
32'

1575 SF

NO CHANGE

2 + C 
26'-0"
NONE
8' / 0'

    0
60%

1080 SF

2128 SF

ROOF DECK

CELLAR

LOT SIZE

THIRD FLOOR
SECOND FLOOR

N/A
35'-0"

-
20'-0" MINIMUM

%74

FIRST FLOOR

SQUARE FOOTAGES
F.A.R.
STORIES
HEIGHT
OPEN COURT
SIDE YARD
REAR YARD
(PERCENTAGE)

LOT COVERAGE

MAXIMUMPROPOSEDEXISTING

937 SF

N/AN/A
2+ C

COVERED PORCH
N/A

%50

NOTES

999 SF

-

937 SF

N/A

143 SF

STC - 50
(SECTION VIEW)

(SECTION VIEW)

STC - 59
(SECTION VIEW)

STC - 50
(SECTION VIEW)

(2) PLY 1 HR FIRE RATED
DRY WALL ON EA. SIDE

(1) PLY 1 HR FIRE RATED
DRY WALL.

STC - 50
(SECTION VIEW)

101

7
'-3

1 2
"
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